E Y ' R: «.'Es jsuSCLftS 

J' i£rf lot l 



• 



C-612 
1/2 



5072303 



FIG. i 



15 




"-\ 




PAPER 




IMAGE TRANSFER 




SUPPLY 




SYSTEM 



FAX 
OR 
COPY 



PHOTOCONDUCTIVE 
DRUM 




23 



VIDEO 
DRIVER S 

SPOT 
SIZE CNTRL 



LASER 
DIODE 



SPOT SIZE CNTRL 



VIDEO 


MEMORY 


BUFFER 


FAX PAGE 1 


FAX PAGE 2 



22 



7 



20 



1 



PC 
PORT 



27 

L 



12 
MOTOR 



1 



21 



CONTROLLER 



FRONT 
PANEL 
CONTROL 



70 



30 



1 



FAX 
PORT 



28 

1 



OPTIONAL BUFFER 
MEMORY 



60 



32 



DECOMPRESSION 



FAX 
DEMODULATOR 



31 



PLL 
CONTROLLER 



40 



41 



FREQUENCY 
CONTROL 





1 r° 




FAX 




PC 


CRYSTAL 




CRYSTAL 



42 



POSTSCRIPT 
INTERPRETER 



52 



FONT 
CARTRIDGE 



51 



MANUAL SPOT 
SIZE SETTING 



50 



103 



FIG. 2 



102 



DISABLE PC 
LINE 



2 



FAX LINE 
ACTIVE 



DETERMINE S SET THE 
TYPE OF TRANSMISSION 
(HALF-TONE HEADER OR 
USER SELECTED) 



105 



106 



I 



SWITCH MEMORY MODE 
TO TWO PAGE BUFFER SET 



SWITCH MOTOR MODE 
TO OPTIMUM SWEEPS/SEC 
S SPOT SIZE FOR 
NORMAL FAX 



111 



107 



RECEIVE FULL PAGE 




REDUCE SPOT 
SIZE 



POWER UP 
INITIALIZATION 

I 



100 



MONITOR 


PC 


AND FAX 


LINES 


FOR 


INPUT 



101 



7 



150 



PC LINE 
ACTIVE 



1 



151 



DISABLE FAX 
LINE 



104 



152 
153 



SWITCH MEMORY MODE 
TO ONE PAGE MODE 



I 



SWITCH MOTOR MODE 
TO 300 SWEEPS/SEC 
fi SPOT SIZE TO 
NORMAL PRINT 



155 



109 




NO 



156 



INTERPRET 
POSTSCRIPT 
S CREATE IMAGE 





t 


CREATE 


IMAGE 


USING 


FONT 


CARTRIDGE 



ANALYZE DATA 



114 



2 




COARSE 




NO/ IF 

HALF-TONE? 



TURN ON 
DRIVE 



157 



OUTPUT 
VIDEO DATA 



158 



DOUBLE THE 
OUTPUT OF VIDEO DATA 



REDUCE SPOT 
SIZE 



112 



7 



REGULAR 
OUTPUT OF VIDEO DATA 



115 





ENABLE FAX 
LINE 



117 



ENABLE 




PC LINE 





L 



118 



INITIAL 
STATE 



